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FAI ROUTE 55

El-| secTION COUNTY | QAL [ SHEET
55 * SANGAMON

STA. TO STA.

FED. ROMD DIST. N0 [ILLINOIS| FED. AID PROJECT

¢ % (84-5-2)B-2,8-3,ACB,R
WEST FRONTAGE ROAD

(I-55) |
30’ CLEAR ZONE 24’ 88’ AND VAR (76" MINIMUM) 24’ 64’ & VAR 24’
70 mph DESIGN SPEED | ‘
¢ I ¢ ACCESS CONTROL FENCE ‘
NB S8 \ ¢
10 127 LANES 4o 8 18 ) 18 18’ ) 18 ) ’ 12°  LANES 4o 100 20 MIN 4 VAR _ & 12/ 12 4
SHLD TRAVEL LANE | TRAVEL LANE | SHLD SHLD | TRAVSL LANE | TRAVEL LANE SHLD & VAR SHLD| TRAVEL LANE | TRAVEL LANE |SHLD
PROFILE 6’ ’ PROFILE PROFILE
GRADE r “
& 1.5% _L5% 4z 1.5% o

EX GROUV7

SHOULDER WIDENING FOR TYPE 1 (SPECIAL) GUARDRAIL TERMINALS

ALL ALTERNATIVES
OUTSIDE SHOULDER

SEE CROSS SECTIONS
FOR DETAILS
STANDARD 630301-02

EX GROUN

~
~

~

~ —

TO BE USED:
SOUTHBOUND FAI 55 - STA 546+90.80 TO STA 550+46.13
NORTHBOUND FAI 55 - STA 551+57.57 TO STA 555+12.90

FAI ROUTE 55 (I-55)
TANGENT SECTION WITH FOUR LANES

B
FAI ROUTE 55

WEST FRONTAGE ROAD

RAISED TANGENT SECTION
ALTERNATIVES 1A & 2A

* % 4 MINIMUM MAINTENANCE BORDER AREA

¢
WEST FRONTAGE ROAD

(I-55)
\ \
30’ CLEAR ZONE 36 64’ AND VAR 36 64’ & VAR 24
70 mph DESIGN SPEED ' ‘
¢ \ ¢ I
NB | B
LANES ‘ LANES ACCESS CONTROL FENCE N ‘
10 12/ | 12/ ) 12/ 0 18 L4, 4 18’ 10 12/ 12/ | 12/ 10 20" MIN 4 VAR & 12/ ¢ 12/ 4
SHLD TRAVEL LANE | TRAVEL LANE | TRAVEL LANE SHLD SHLD TRAVEL LANE | TRAVEL LANE | TRAVEL LANE SHLD & VAR SHLD| TRAVEL LANE | TRAVEL LANE [SHLD
PROFILE —
PROFILE PROFILE GRADE , //
y 1.57% GRADE GRADE 1.57% 1.5% . 1.5% 1.5% . (ZMIN) ///
EX GROUV7 A 15% 2% _20% _ay_ . o L 1S% 5% _an 4% (TYP) -
—7| & ok ST ISR IRTITS J y
o e — M~ s, s e S s e — 2y WL L, | ERTIRIIRIIIBRAT ~| V
IR 7 e | R RRARRRIRRARRIRLR >~ e ‘ D 4
~—4e T e A S ) e e R B L LA - N sl
§>\ﬁ T ] ! L 2ou & vin éﬁs | \ \ L \
_ - AJA A A A A A A ' A A A PR A
(B4 |[(2) ( (3) {2)(4)5) (504 6 (3 2 0
FAL ROUTE 55 (I-55) WEST FRONTAGE ROAD
TANGENT SECTION WITH SIX LANES RAISED TANGENT SECTION
ALTERNATIVE 3A
NOTE:
PAVEMENT DESIGN TO BE COMPLETED IN
PHASE II FOR PROPOSED I-55 PAVEMENT,
MATERIAL LEGEND FRONTAGE ROAD, AND MEDIAN CROSSOVER.
(1) EXISTING CONTINUOUSLY REINFORCED CONCRETE PAVEMENT - 9" PROPOSED BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) 12 @ PROPOSED AGGREGATE SHOULDER 8” JREVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
(2) EXISTING STABILIZED SHOULDERS - 9" @ CONTINUOUSLY REINFORCED CONCRETE PAVEMENT 114" PROPOSED EARTH SHOULDER TYPICAL SECTIONS
3) EXISTING STABILIZED SUBBASE - 4 @ PROPOSED BRIDGE DECK @ PROPOSED BITUMINOUS AGGREGATE MIXTURE - 8" FAL ROUTE 55 (I-55)
N FOUR LANE OPTION
(4) EXISTING SUB-BASE GRANULAR MATERIAL, TYPE C - 4 @ PROPOSED AGGREGATE SURFACE COURSE 8” PROPOSED BITUMINOUS AGGREGATE MIXTURE SUBBASE SIX LANE OPTION
(5) EXISTING AGGREGATE SHOULDER, TYPE A PROPOSED BITUMINOUS SHOULDER 6 scaLE: font NONE DRAWN BY B80S
- DATE 12/3/03 CHECKED BY SRD
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55 * SANGAMON

STA. T0 STA.

FED. ROAD DIST. NO. ‘ILLINOIS‘ FED. AID PROJECT

% (84-5-2)B-2,B-3,ACB,R

B
FAI ROUTE 55
(I-55)

\

} 4q 4372

} BRIDGE WIDTH

\ 40’ F-F

\

| S 12’ ‘ 12’ 10 17

i SHLD | TRAVEL LANE | TRAVEL LANE SHLD

| PROFILE

‘ GRADE

i o ) LS

—
® ;
WEST FRONTAGE ROAD
FAI ROUTE 55 (I-55) S
TWO LANE BRIDGE BRIDGE WIDTH
(SHOWN IN THE DIRECTION OF TRAVEL) 32 F-F
ALTERNATIVES 1A & 1B
-7 4 12/ ‘ 12/ L& -7
SHLD| TRAVEL LANE | TRAVEL LANE |SHLD
PROFILE
GRADE
2% 1.5%
8 R CE
FAI ROUTE 55
(I-55)

| 20'-5" 59'-2"
i BRIDGE WIDTH (ié)
i 56 F-F
[ I 10 12 12" 12" 10" P WEST FRONTAGE ROAD
1 SHLD TRAVEL LANE | TRAVEL LANE | TRAVEL LANE SHLD RAISED BRIDGE SECTION
‘ E;ggéLE ALTERNATIVES 1A, 2A, & 3A
\
\ .07 2.0% 5% _ L5z _ 207 _
\ L — |
| 40" F-F

TEMPORARY CONCRETE BARRIER
(2 LANE ROADWAY OPTION)

®

FAI ROUTE 55 (I-55)
THREE LANE BRIDGE

(SHOWN IN THE DIRECTION OF TRAVEL)
ALTERNATIVES 2A, 2B, 3A, 3B NOTE:

PAVEMENT DESIGN TO BE COMPLETED IN
PHASE II FOR PROPOSED I-55 PAVEMENT,
FRONTAGE ROAD, AND MEDIAN CROSSOVER.

MATERIAL LEGEND

EXISTING CONTINUOUSLY REINFORCED CONCRETE PAVEMENT - 9 PROPOSED BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) 12" @ PROPOSED AGGREGATE SHOULDER 8" Nf&g’ISIONS SATE ILLINOIS DEPARTMENT OF TRANSPORTATION
_ 1 | 17
EXISTING STABILIZED SHOULDERS - 9 @ CONTINUOUSLY REINFORCED CONCRETE PAVEMENT 11/ PROPOSED EARTH SHOULDER TYPICAL SECTIONS
EXISTING STABILIZED SUBBASE - 4 @ PROPOSED BRIDGE DECK @ PROPOSED BITUMINOUS AGGREGATE MIXTURE - 8" FAL ROUTE 55 (I-55) &
WEST FRONTAGE ROAD
EXISTING SUB-BASE GRANULAR MATERIAL, TYPE C - 4% @ PROPOSED AGGREGATE SURFACE COURSE 8” PROPOSED BITUMINOUS AGGREGATE MIXTURE SUBBASE BRIDGE OPTIONS
EXISTING AGGREGATE SHOULDER, TYPE A PROPOSED BITUMINOUS SHOULDER 6 scALE: fons NONE DRAWN BY DS
DATE 12/4/03 CHECKED BY SRD
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55 * SANGAMON

STA. TO STA

FED. ROAD DIST. NO. ‘ILLINOIS‘ FED. AID PROJECT

% (84-5-2)B-2,B-3,ACB,R

¢
WEST FRONTAGE ROAD

20
\
\
¢
2 10’ 10’ L2
SHLD TRAVEL LANE | TRAVEL LANE SHLD
PROFILE
GRADE

WEST FRONTAGE ROAD

RELOCATED TANGENT SECTION
ALTERNATIVES 1B, 2B, & 3B

NOTE:

PAVEMENT DESIGN TO BE COMPLETED IN
PHASE II FOR PROPQSED I-55 PAVEMENT,
FRONTAGE ROAD, AND MEDIAN CROSSOVER.

MATERIAL LEGEND

PROPOSED BITUMINOUS SHOULDER 6 ScALE: e NONE DRAWN BY B80S
DATE 12/4/03 CHECKED BY SRD

EXISTING CONTINUOUSLY REINFORCED CONCRETE PAVEMENT - 9 PROPOSED BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) 12" @ PROPOSED AGGREGATE SHOULDER 8" Nf&g’ISIONS SATE ILLINOIS DEPARTMENT OF TRANSPORTATION
EXISTING STABILIZED SHOULDERS - 9” CONTINUOUSLY REINFORCED CONCRETE PAVEMENT 11/, PROPOSED EARTH SHOULDER

@ : TYPICAL SECTIONS
EXISTING STABILIZED SUBBASE - 4~ @ PROPOSED BRIDGE DECK @ PROPOSED BITUMINOUS AGGREGATE MIXTURE - 8" WEST FRONTAGE ROAD
EXISTING SUB-BASE GRANULAR MATERIAL, TYPE C - 4~ @ PROPOSED AGGREGATE SURFACE COURSE 8" PROPOSED BITUMINOUS AGGREGATE MIXTURE SUBBASE RELOCATED OPTION

EXISTING AGGREGATE SHOULDER, TYPE A
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Pen Table:
Fllename:

FAL TOTAL | SHEET
Efel| sEcTION counTY | dREs| PN,
55 * SANGAMON

STA. T0 STA.

FED. ROAD DIST. NO. ‘ILLINOIS‘ FED. AID PROJECT

% (84-5-2)B-2,B-3,ACB,R

CONSTRUCTION ¢

¢ B ¢
1-55 NORTHBOUND NORTHBOUND 1755 CROSSOVER 1-55 SOUTHBOUND
i VARIES [ VARIES i
= 1
[ ] [
\ 24’ \
[ : [
\ | \
\ ¢ \
‘ 2 12/ 12/ 2 ‘
‘ SHLD| | TRAVEL LANE | TRAVEL LANE | [SHLD ‘
\ PROFILE \
[ GRADE |
| CAN T |

EX GROUND

NORTHBOUND I-55 CROSSOVER

ALL ALTERNATIVES

¢ CONSTRUCTION ¢
I-55 SOUTHBOUND SOUTHBOUND 1-55 CROSSOVER WEST FRONTAGE ROAD

| VARIES | VARIES

.

24’
\

¢
2 12 12 2'
SHLD TRAVEL LANE | TRAVEL LANE SHLD

PROFILE
GRADE

EX GROUND

SOUTHBOUND I-55 CROSSOVER
ALL ALTERNATIVES

NOTE:

PAVEMENT DESIGN TO BE COMPLETED IN

PHASE II FOR PROPOSED I-55 PAVEMENT,

FRONTAGE ROAD, AND MEDIAN CROSSOVER.
MATERIAL LEGEND

PROPOSED AGGREGATE SHOULDER 8" REVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION

PROPOSED BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) 12 NAME BATE

EXISTING CONTINUOUSLY REINFORCED CONCRETE PAVEMENT - 9”

EXISTING STABILIZED SHOULDERS - 9” CONTINUOUSLY REINFORCED CONCRETE PAVEMENT 11'/4” PROPOSED EARTH SHOULDER

TYPICAL SECTIONS
CROSSOVERS

EXISTING STABILIZED SUBBASE - 4" PROPOSED BRIDGE DECK PROPOSED BITUMINOUS AGGREGATE MIXTURE - 8"

PROPOSED AGGREGATE SURFACE COURSE 8" PROPOSED BITUMINOUS AGGREGATE MIXTURE SUBBASE

EXISTING SUB-BASE GRANULAR MATERIAL, TYPE C - 4"

OGO

PROPOSED BITUMINOUS SHOULDER 6 ScALE: e NONE DRAWN BY B80S
DATE 1/26/04 CHECKED BY SRD

BEGG

EXISTING AGGREGATE SHOULDER, TYPE A
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FAL TOTAL | SHEET
Efel| sEcTION counTY | dRES PN
55 * SANGAMON

STA. TO STA

FED. ROAD DIST. NO. ‘ILLINOIS‘ FED. AID PROJECT

% (84-5-2)B-2,B-3,ACB,R

¢ CONSTRUCTION ¢

WEST FRONTAGE ROAD WEST FRONTAGE ROAD TEMPORARY ACCESS ROAD
L VARIES [
L 0’ TO 76.5' \

EX GROUND
\ -
////

—

-
—
—

TEMPORARY ACCESS FOR WEST FRONTAGE ROAD

ALL ALTERNATIVES

NOTE:

PAVEMENT DESIGN TO BE COMPLETED IN
PHASE II FOR PROPOSED I-55 PAVEMENT,
FRONTAGE ROAD, AND MEDIAN CROSSOVER.

MATERIAL LEGEND

PROPOSED BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) 12"

EXISTING CONTINUOUSLY REINFORCED CONCRETE PAVEMENT - 9" PROPOSED AGGREGATE SHOULDER 8" REVISIONS SATE ILLINOIS DEPARTMENT OF TRANSPORTATION

NAME

EXISTING STABILIZED SHOULDERS - 9” CONTINUOUSLY REINFORCED CONCRETE PAVEMENT 11'/4” PROPOSED EARTH SHOULDER

TYPICAL SECTIONS
CROSSOVERS

EXISTING STABILIZED SUBBASE - 4" PROPOSED BRIDGE DECK PROPOSED BITUMINOUS AGGREGATE MIXTURE - 8"

PROPOSED AGGREGATE SURFACE COURSE 8" PROPOSED BITUMINOUS AGGREGATE MIXTURE SUBBASE

EXISTING SUB-BASE GRANULAR MATERIAL, TYPE C - 4"

OGO

PROPOSED BITUMINOUS SHOULDER 6 ScALE: e NONE DRAWN BY B80S
DATE 1/26/04 CHECKED BY SRD

BEGG

EXISTING AGGREGATE SHOULDER, TYPE A
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I-55 NORTHBOUND I-55 NORTHBOUND

12

\
\ \
\ \
\ \
\ \
| L1

12’ 12’

10’

TRAVEL LANE PROFILE TRAVEL LANE
PROPOSED 2.5 OVERLAY PROPOSED 2.5 OVERLAY
FULL-DEPTH

SAWCUT

FULL-DEPTH
SAWCUT

PROFILE
G

TIE TO EXISTING OR PROPOSED DITCH
(AS SHOWN ON CROSS-SECTIONS)

EX GROUND*\ r %% EX GROUND
= g

F.AL TOTAL

RS SECTION COUNTY | JOTAL | SHEET
55 * SANGAMON

STA. TO STA.

FED. ROAD DIST. N0 [ILLINOIS| FED. AID PROJECT

% (84-5-2)B-2,B-3,ACB,R

TIE TO EXISTING OR PROPOSED DITCH
(AS SHOWN ON CROSS-SECTIONS)

EX LANE TAPER
EXISTING STABILIZED SHOULDER
(TO BE REMOVED) EXISTING STABILIZED SHOULDER
2 SUBBASE, & AGGREGATE SHOULDER
?TUOBBBAESEFiEaOCES?EGATE SHOULDER (TO BE REMOVED)
NORTHBOUND I-55 NORTHBOUND I-55
OVERLAY AND WIDENING OVERLAY AND WIDENING
STA 526+70.19 TO STA 533+05.20 STA 533+05.20 TO STA 541+50
¢
1-55 SOUTHBOUND
\
|
\
|
\
} 12 12’ ‘ 10
TRAVEL LANE | TRAVEL LANE SHLD
PROPOSED 2.5"" OVERLAY
VAR
12'-0’
1.5% 4y
: TIE TO EXISTING OR PROPOSED DITCH
EX GROUND (AS SHOWN ON CROSS-SECTIONS)
- (5N 04\ (2) -
NN ~—
FULL-DEPTH EXISTING 10’ STABILIZED SHOULDER, \\\\\\\
SAWCUT SUBBASE, & AGGREGATE SHOULDER ——
EX LANE TAPER (TO BE REMOVED)
(TO BE REMOVED)
SOUTHBOUND I-55
OVERLAY AND WIDENING
STA 532+97.74 TO STA 540+00.00
NOTE:
PAVEMENT DESIGN TO BE COMPLETED IN
PHASE 1I FOR PROPOSED I-55 PAVEMENT,
MATERIAL LEGEND FRONTAGE ROAD, AND MEDIAN CROSSOVER.
(\T) EXISTING CONTINUOUSLY REINFORCED CONCRETE PAVEMENT - 9 PROPOSED BITUMINOUS CONCRETE PAVEMENT (FULL DEPTH) 12" @ PROPOSED AGGREGATE SHOULDER 8" Nf&g’ISIONS SATE ILLINOIS DEPARTMENT OF TRANSPORTATION
{2\ EXISTING STABILIZED SHOULDERS - 9 @ CONTINUOUSLY REINFORCED CONCRETE PAVEMENT 11/, PROPOSED EARTH SHOULDER
g TYPICAL SECTIONS
(3 EXISTING STABILIZED SUBBASE - 4~ PROPOSED BRIDGE DECK PROPOSED BITUMINOUS AGGREGATE MIXTURE - 8
v @ @ WIDENING AND OVERLAY
(4) EXISTING SUB-BASE GRANULAR MATERIAL, TYPE C - 4~ @ PROPOSED AGGREGATE SURFACE COURSE 8" PROPOSED BITUMINOUS AGGREGATE MIXTURE SUBBASE
(5) EXISTING AGGREGATE SHOULDER, TYPE A PROPOSED BITUMINOUS SHOULDER 6 scALE: fons NONE DRAWN BY B80S
DATE 1/26/04 CHECKED BY SRD
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